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To measure the particle velocity of a single shock
propagated into a thick CS2 layer. To see if the results

observed in shot 85-557 were due to a gauge or fluid effect.
Comments

A foil gauge of configuration II was used (see Fig.

1.4).

The internally triggered scope did not trigger properly

(Fig. 1.4).

"The length of type II foil gauges could vary during the
time of the experiment; pressure- time profiles assuming
maximum and minimum possible gauge lengths were hence

plotted.
Conclusions

The profiles cbserved {(Fig. 4.2) and SHOCKUP
calculation loose any correlation after 0.1 microsecond. I
curmise that it is a 1lead effect which 1is causing the

ramping in the particle velocity profiles observed.

The sudden drop in particle velocity observed .35

microseconds into the experiment could be caused by the



gauge breaking.
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r % 85-=557

late 14 June85

'rojectile vel. - 0.545 mm/usec

‘alculated pressure of step - 37.4 kbar

fagnetic Field - 2886 guass

jauge length - 6.008 to 7.096 mm

;auge resistance - 0.07 ohms

irove depth = 18-20 um

i1t - .9 mrad

"lyer material - Z-Cut Sapphire

'arget configuration (see Fig. 1) III

’arget material (front layer) - Random Cut Sapphire
’hickness - 3.150 mm

i¢ .d Speed 11.44 mm/usec

‘arget material (second layer) - Carbon Disulfide
‘hickness = 1550 microns (shim thickness)

‘arget material (third layer) - Random Cut Sapphire
‘’hickness - 6.307 mm

sound Speed 11.05 mm/usec

lomputer file location of records

1pper/Srecords/S85-557
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To compare the performance of type I and type 1I1 +foil
gauges in a fused silica matrix in a symmetric impact

experiment.
Comments

Gauge 1 was of type I; Gauge 2 was of type 11 (see Fig

1.4).

BGauge 2 profiles were plotted (Figs. 5.2 and 35.4)
assuming minimum and maximum gauge lengths. Shown on
profiles is a line representing one half the projectile

velocity.
Conclusions

Type 1 gauges gave good performance. Absent Ffrom
experimental profiles are indications of the large particle
velocity spikes recorded in earlier profiles. The type 1
gauge measured a profile that is very close to profiles
predicted by Barker and Hollenbach [71. The effective
length of the type II gauge seemed to stay fairly constant
over 700 nanoseconds. I would conclude that type 1 foil

gauges would perform well in a fused silica matrix.

1%
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7 . 85-558

Jate 21 June8s

)rojectile vel. = 0.504 mm/usec

fagnetic Field - 2872 guass

sauge 1 length - 5.971 nmm

jauge 1 resistance - 0.10 ohms

sauge 2 length - 5.928 to 7.126 mm

Jauge 2 resistance - 0.09 ohms

rilt - tilt measurement failed

Tlyer material - Fused Quartz

farget configuration (see Fig. 1) II
Thickness - 3.188 mm

lfarget material (front layer) - Fused Quartz
[i. ‘kness - 1.036 mm

farget material (second layer) - Fused Silica
Thickness - 6.350 mm

lomputer file location of records

lpper/Srecords/S85-558
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Objective

To measure the particle velocity—time profile of a thin

layer of €S2 with a back cell material of fused silica.
Comments

Two type 1 Foil gauges were used. Gauge 2 was
constructed with holes filled with increased impedance glue.
Epon 815 glue impedance was increased by 70%Z by the addition
of extremely fine alumina powder. Gauge 1 was constructed

with holes filled with Epon 815 glue (see Fig. i.4).

Fused silica was chosen for the back material to give a
longer experiment recording time and because foil gauges
should perform better when placed in a lower impedance
material. Vistal [3] was chosen as the impactor and front
face because it is inexpensive and has very good flatness

and parallelism characteristics.

An error was made by the experimenter, I made the
impactor out an 1/8 inch thick piece of Vistal instead of a
1/4 inch piece. This error allowed only two pressure steps
to be measured. The moral of the story is to always

construct x—-t diagrams no matter how rushed you are.



AN

\

Conclusions

Comparison of gauge 1 and gauge 2 experiment profiles
(Figs &.1-6.4) leads to the conclusion that how a foil gauge
is made leads to great differences in how it performs. The
difference in gauge response is probably due to diftferences
in the thickness of glue under the foils which are laid in
the grooves. The glue thickness under gauge 1 could have
been greater than under gauge 2 because the groove depth was
greater than the thickness of the foil. Both gauges showed
little indication of voltage ramping, indicating no improved
performance due to the higher impedance glue in the holes of

gauge 2.

The dip in step 2 is due to a release wave comming from

the front impactor (see comments).

Good agreement was found with the SHOCKUP calculation
for step 1, the SHOCKUP calculation predicted higher

particle velocity values for step 2 however.



hot 85-563
ace 2 July8s

rojectile vel. = 0.405 mm/usec

alculated pressure of steps 19.1, 33.0 and 36.9 kilobar

agnetic Field - 2874 guass

auge 1 length - 9.704 mm

‘auge 1 resistance - 0.09 ohms

rove dept (Gl) = 33-35 um

‘auge 2 length - 9.686 mm (foil)

‘auge 2 resistance - 0.10 ohms

roove depth (G2) 25-30um

'ilt - 0.8 mrad

'lyer material - Vistal

'a” ‘et configuration (see Fig. 1) III

‘arget material (front layer) - Vistal

'hickness - 3.187 mm

'arget material (second layer) - Carbon Disulfide
'hickness - 502 microns (measured) 511 microns (shim
1ess)

'arget material (third layer) - Fused Quartz
‘hickness - 6.365 mm

romputer file location of records

lpper/Srecords/S85-563

thick-
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Chapter 7

Shot 85-568

To measure the particle velocity-time profile of a thin
layer of CS2 corresponding to a final liquid pressure of 80

kilobar.

Comm

11
13
[+
[0

Two gauges were embedded in Vistal. An electroplated
gauge (G1) and a foil gauge (G2) of type I configuration
were used. Sapphire was chosen for the impactor because a
clear window was needed to check if the cell was filled with
CS2. Vistal was chosen as a gauge substrate because it is
easy to machine and a series of successful have been

performed using Vistal [2].

Conclusions

The profile recorded (Figs. 7.1-7.3) with the use of
the electroplated gauge was very encouraging. The
experimental profile agrees well with the profile calculated
by the SHOCKUP program. Minor refinements are needed for

this approach to be a successful experimental technigque.

The foil gauge measured particle velocities (see Figs
7.2, 7.4 and 7.5) which agreed well with the first particle

velpcity step of the SHOCKUFP calculation. The gauge

14
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measured particle velocities which were greater than
predicted velocities for the remaining particle velocity
steps. This effect may be due to the gauge length not being
constant or to a lead effect. Care was taken to make sure
the 1leads were pulled against the edges of the holes (see
Fig. 1-4)3 the leads could not however be visually inspected

due to the opaque nature of the Vistal.



b-- 85-568

ate 10 July8s

rojectile vel. - 0.3616 mm/usec

alculated pressure of steps 20.5, 47.1, 65.2, 74.1 and 77.9
‘ilobars Magnetic Field - 2879 guass

:auge 1 length - 10.176 mm (electroplated)

‘auge 1 resistance - 0.04 ohms

rove depth (Gl) - 15-18 um

rauge 2 length - 9.636 mm (foil)

‘auge 2 resistance - 0.11 ohms

:roove depth (G2) - 21-28 um

'ilt - 2.1 mrad

‘lyer material - Z-cut sapphire

'e 2t configuration (see Fig. 1) III

'arget material (front layer) - Z-cut sapphire
'hickness - 3.173 mn

'arget material (second layer) - Carbon Disulfide
‘hickness = 278 microns (measured) 287 microns (shim thick-
1ess)

'arget material (third layer) - Vistal

"hickness - 6.368 mm

romputer file location of records

\pper/Srecords/S85-568
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and Suggestions

Conclusion

Itn

The particle velocity—time profile of a liquid can be
measured for final liguid pressures to 80 kilobar, with

some refinement, with electroplated gauges.

Foil gauges perform well when placed in a fused silica

matrix.

Great care should be exercised when making any type of

particle velocity gauge.

The experimental technique described here cshould be
perfected using a Vistal [31 cell back before using a

I—cut sapphire

An amalgam gauge would be worth testing.

14
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